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CHARACTERISTICS

MATERIAL:

FINISH:

DESIGNED BY:

DRAWN BY:

DATE:

DATE:

WEIGHT:

THIRD ANGLE PROJECTION

PART DESCRIPTION

MM (PRIMARY) INCHES (SECONDARY)
X

HOLE DIA
.XX
.X

2.5
.75
.25

+.08
ANGULAR

(.X)

HOLE DIA
(.XXX)
(.XX)

.1
.03
.01

+.003
2

UNLESS OTHERWISE SPECIFIED TOLERANCE

SHEET: SCALESIZE DOCUMENT NUMBER

PART NUMBER DESCRIPTION

CORPORATE CAGE CODE

1EDC2
505 N. CLEVELAND AVE

WESTERVILLE, OHIO 43082

C

TM

TEXT, DIMENSIONING, & REVISION INFORMATION:
 
1. APPROVED FONT STYLE FOR ALL TEXT AND DIMENSIONING IS “ARIAL NARROW”,
   MINIMUM HEIGHT OF 0.08”
 
2. REVISION BLOCK TO BE FILLED OUT FOR EACH REVISION AFTER 0 WITH REVISION NUMBER,
    EXPLANATION OF REVISION, PERSON MAKING AND APPROVING REVISION, AND DATE
   APPROVED FONT STYLE FOR ALL TEXT AND DIMENSIONING IS “ARIAL NARROW”, HEIGHT OF 0.079”

PDF CREATION
 
1. WHEN COMPLETED, A PDF IS TO BE CREATED USING SAVE AS<->EXPORT<-> PDF.
 
2. PDF EXPORT SETTING SHOULD BE KEPT AS PER BELOW,
 
GENERAL SETTING - 
LINECAP - ROUND
LINEJOIN - ROUND
USE PENTABLE - YES
LINESTYLE - DASHED HIDDEN LINES
 
3. USE PENTABLE RELEASED GLOBALLY ON V DRIVE FOR COLOR AND BW PRINTS IF AVAILABLE.

WORD DOCUMENTS (FOR TABLE CREATION ALSO)
 
1) WORD DOCUMENTS CAN BE IMPORTED BY INSERTING AN OBJECT, AND SELECTING THE CREATE FROM FILE, BROWSE
     AND SELECT THE FILE (DO NOT LINK THE FILE).
     THIS WILL ALLOW THE USER TO EDIT THE DOCUMENT BY DOUBLE CLICKING ON IT INSIDE THE
     DRAWING. A WORD DOCUMENT WILL BE USED FOR TEXT AND FOR TABLES AT THIS TIME.

© 2025 VERTIV GROUP CORP.  CONFIDENTIAL AND PROPRIETARY.  ALL RIGHTS RESERVED.
 VERTIV AND THE VERTIV LOGO ARE TRADEMARKS OR REGISTERED TRADEMARKS OF VERTIV GROUP CORP.  THIS DOCUMENT (AND THE INFORMATION IT CONTAINS) ARE THE PROPERTY OF VERTIV GROUP CORP.

BY ACCEPTING IT INTO YOUR POSSESSION, YOU AGREE THAT YOU WILL KEEP THIS DOCUMENT AND ALL INFORMATION CONTAINED HEREIN IN STRICTEST CONFIDENCE AND WILL NOT COPY, RETRANSMIT,USE (EXCEPT SOLELY
FOR THE BENEFIT OF VERTIV GROUP CORP.), SELL, LEND, OR OTHERWISE DISPOSE OF SAME, DIRECTLY OR INDIRECTLY, WITHOUT THE EXPRESS WRITTEN PERMISSION OF VERTIV GROUP CORP., AND THIS DOCUMENT SHALL BE

RETURNED TO VERTIV GROUP CORP. IMMEDIATELY UPON REQUEST. 
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INDEX PART NO. DESCRIPTION  QTY

1247_WIDE_PITCH_BLOCK_1_2_3__693 3

2247_WIDE_PITCH_BLOCK_4_5_6__693 3

3 4802 1

4 4803 1

5 4804 1

6 4805 1

7 4806 1

8 4807 1

9 6157 1

10 6654_6654A 1

11 6654_6654B 1

12 6654_6654C 1

13 6731 1

14 7515 1

15 7862 31

16 8993 2

17 10065299_10065299 1

18 419841G1 1

19 599000G1 1

20 CM10075495 1

21 CM2292 1

22 CM6141 1

23 CM6189_BOTTOM2 1

24 CM6189_TOP 1

25 CM7345 6

26 CM7538 2

27 CM7697 12

28 CM7747 1

29 CM8054 20

30 MRIC-RP-1 1

31 POMV_GENERIC 6

32 SAB361-16-GU2 1

1/12025-11-13CARLOS ARROYO

2025-11-13CARLOS ARROYO

N/A

N/A

VP6G30AH
rPDU, Monitored Outlet Level EC, 32A, 230/400V 

WYE, 22.0kW, Vertical, (36) Combination C13/C19, 
10ft / 3m power cord with 3P+N+E (IP44), Black 

Powder Coat

B 1:5 VP6G30AH

MGR5MGW1-36CF13-3PS5
6B2A10-S-A

VERTIV
1777 YOLANDE AVENUE

LINCOLN, NEBRASKA 68521

3P+N+E (IP44)

#10-32 BLIND PEM NUT
(REQUIRED FOR TOOLLESS MOUNTING) 
3 PLACES
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