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AGENCY COMPLIANCE:
RoHS Compliant
FCC Part 15 Class A Conformance
UL & c-UL Listed 62368-1
@ NEMA L6-30P ENVIRONMENTAL RATING:
Maximum Operating Temperature: 60C / 140F
OUTPUT POWER
NOTES
CIRCUIT PHASE | RECEPTACLETYPE | VOLTAGE (V) MAX. CONTINUOUS AMPS (A) METERING PARAMETER |[MEASUREMENT ACCURACY UNIT DIMENSIONS: 66.25in x 2.0in x 2.6in
(QUANTITY) PER RECEPTACLE | PER CIRCUIT VOLTAGE +1% SHIPPED WEIGHT: 20lbs
1 L1-L2 10xC13, 2xC19 200-240 12116 16 +1% - Input Current SHIPPING DIMENSIONS: 72in x 9in x 7in
2 L1-L2 10xC13, 2xC19 200-240 12116 16 CURRENT +2% - Circuit/Breaker Current Toolless Mounting Hardware 61.25in and 64.75in, and 7938 Vertical
Mounting Bracket Kit
Allgemeintoleranzen Oberflache Werkstoff / Material Gewicht: -
{ : ; General tolerances Finish Weight:
INPUT POWER Dimensions in mm Date Name Bezeichnung / Description
Di 24/10/22 JM ; ;
INPUT CORD] INPUT PLUG [WIRE COUNT| FREQUENCY | VOLTAGE | RATEDAMPS | MAX CONT. - ) Tg&’v\/'\"\‘/’”r'tf”ﬁd gg'tl'éec"‘é' 1'53‘3'(530@ CZ?;%
(H2) (V) A AMPS (A) Approved _ - i) ertical, (36) , (6)
10FT | NEMAG-30P |  2/PE 50/60 200240 30 24 Zeemings i [Braung o MaBstab
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