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INPUT FREQUENCY (Hz) VOLTAGE  (V) RATED AMPS  (A) MAX. CONT. AMPS (A)

Universal Inlet 50/60

100-240 VAC
 (Single Phase FSC)

100-240 VAC 3~
(4-wire Delta FSC)

100-240/208-415 VAC 3~
(5-wire WYE FSC)

48A (63A CB) Max
 (Single Phase FSC)

48A Max
(4-wire Delta FSC)

24A (32A) Max
(5-wire WYE FSC)

48A (63A CB) Max
 (Single Phase FSC)

48A Max
(4-wire Delta FSC)

24A (32A) Max
(5-wire WYE FSC)

METERING PARAMETER MEASUREMENT ACCURACY
VOLTAGE ±1%
CURRENT ±1% - Input Current

±2% - Circuit/Breaker Current 

OUTPUT POWER

CIRCUIT RECEPTACLE TYPE (QUANTITY) VOLTAGE (V)
MAX. CONTINUOUS AMPS (A)

PER RECEPTACLE PER CIRCUIT
1 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16
2 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16
3 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16
4 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16
5 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16
6 8x Combination C13/C19 Defined by Facility Side Cable 10/16 16

REAR VIEW

SIDE VIEW

FRONT VIEW

UNIVERSAL INLET

AGENCY COMPLIANCE:
RoHS Compliant
FCC Part 15 Class A Conformance
UL & c-UL Listed 62368-1
CE Marked
UKCA Marked
China RoHS
Complies with IEC 62368-1 (DOC Available)
RCM Mark (EMC Only)
 
ENVIRONMENTAL RATING:
Maximum Operating Temperature: 60C/140F
 
NOTES:
UNIT DIMENSIONS: 75in x 3.7in x 2.6in / 1905mm x 94mm x 
66mm
SHIPPED WEIGHT: 27lbs (12.25kg)
Mounting Hardware: 4689 UPDU Mounting Bracket Kit; Toolless 
Mounting Hardware - Center to Center Spacing: 61.25in-64.75in
 
rPDU, Monitored Outlet Level EC, 22.0kW, Variable 
Power Configuration,
Vertical, (48) Combination C13/C19, Universal Inlet

3X #10-32 BLIND PEM NUT
(REQUIRED FOR TOOLLESS MOUNTING)
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